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SURFACE TREATMENT VARIES
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INSTALL CEMENT CONCRETE
COMPACTED y (PER MASS HIGHWAY
GRAVEL - 6’ SECTION M4)
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. MORTAR BEDDING
)
N EXISTING UNDISTURBED
MATERIAL
1
6" 6"
NOTE:

1. THIS PROCEDURE IS APPLICABLE ONLY IF CURB IS TO BE SET AFTER BASE
AND/OR BINDER ARE IN PLACE, OR SET IN EXISTING PAVEMENT.

2. SAWCUT NEAT LINE 6" FROM CURB LINE AND REMOVE BINDER, BASE AND
GRAVEL, REPLACE WITH CEMENT CONCRETE.

3.  ANY DESIGNATED CEMENT CONCRETE THAT IS ACCEPTABLE UNDER SECTION M4
OF THE MASS HIGHWAY STANDARD SPECIFICATIONS MAY BE USED; ALL TEST
gﬁgg%%&_raﬂﬂs ARE WAVED. HOT MIX ASPHALT SHALL NOT BE USED AS A

4. PAYMENT PER FOOT OF CURB IS INCLUSIVE OF ALL ITEMS OF WORK REQUIRED
TO COMPLETE PROPER INSTALLATION OF THE CURB.

VERTICAL GRANITE CURB TYPE (VGC)

F — SEE TYPICAL CEMENT
CONCRETE SIDEWALK DETAIL

STREET
SIDE LINE

STREET
VARIES |
GRANITE CURB-TYPE VA-3 3;
- - 6"
- VARIES —— VARIES
._....__,_D________“_ —h 6: A
—=_B
B
v
;7/ SN T GRAVEL SUB~BASE
E SUBGRADE 12* OR AS DIR.

HALF CROSS SECTION

TABLE 2 ~ PAVEMENT STRUCTURE

MINIMUM REQUIREMENTS

FINISH COURSE (BIT)

2s

BASE COURSE (BIT)

3»

GRAVEL. SUB-BASE

12"

GRAVEL SUB-BASE

8-:

VA3 GRANITE CURB

19"-21"

MIm 9 oo l>»

ICEMENT CONCRETE
SIDEWALK

4

NOTES:

1. ALL THICKNESSES ARE THE
COMPACTED MINIMUM DEPTHS. ALL
MATERIALS PLACED SHALL BE
COMPACTED TO 95% OF MAXIMUM
DRY DENSITY, THE PAVEMENT
STRUCTURE SPECIFIED IN TABLE 2
ABOVE APPLIES

2. TO ALL STREETS WITH RIGHT OF
WAY WIDTHS OF UP TO 50 FEET.
ITEMS C & H ABOVE COULD BE
GREATER THAN THE SPECIFIED
DEPTH DEPENDING ON THE
SUBGRADE CONDITIONS.

3. SEE SPECIFICATION SECTIONS
02130 AND SECTION 02460 FOR
ASPHALT MILLING AND ASPHALT
SURFACE REQUIREMENTS.

ROADWAY /SIDEWALK RECONSTRUCTION DETAIL

(INSTALLATION IN EXISTING PAVEMENT)

NOT TO SCALE

BROWN / RUST
WARNING STRIP

1. THE MAXIMUM ALLOWABLE SIDEWALK AND CURB RAMP CROSS SLOPES SHALL
BE 1.5% (1% MIN.).

2. THE MAXIMUM ALLOWABLE SLOPE OF ACCESSIBLE ROUTE EXCLUDING CURB
RAMPS SHALL BE 5%.

3. THE MAXIMUM ALLOWABLE SLOPE OF ACCESSIBLE ROUTE CURB RAMPS SHALL
BE 7.5%

4. A MINIMUM OF 3 FEET CLEAR SHALL BE MAINTAINED AT ANY PERMANENT
OBSTACLE IN ACCESSIBLE ROUTE (LE., HYDRANTS, UTILITY POLES, TREE WELLS,
SIGNS, ETC.)

CURB TREATMENT VARIES, SEE PLANS FOR CURB TYPE.
BASE OF RAMP SHALL BE GRADED TO PREVENT PONDING.
SEE TYPICAL SIDEWALK SECTION FOR RAMP CONSTRUCTION.

WHERE ACCESSIBLE ROUTES ARE LESS THAN 5' IN WIDTH (EXCLUDING CURBING)
A5 x 5]: PASSING AREA SHALL BE PROVIDED AT INTERVALS NOT TO EXCEED
200 FEET.

0N o

9. ELIMINATE ALL CURBING AT RAMP (OTHER THAN VERTICAL CURBING, WHICH
SHALL BE SET FLUSH) WHERE IT ABUTS ROADWAY.

10. VERTICAL GRANITE FILLER (VGF) — IS VERTICAL GRANITE CURB USED IN AREAS
INDICATED ON THE PLANS

ACCESSIBLE CURB RAMP (ACR) — TYPE 'A’

NOT TO SCALE

SIDEWALK

WARNING STRIP

1. ACCESSIBLE CURB RAMP NOTES PROVIDED
UNDER "ACCESSIBLE CURB RAMP — TYPE °A’
DETAIL ON THIS SHEET ARE APPLICABLE.

ACCESSIBLE CURB RAMP (ACR) — TYPE °C’

NOT TO SCALE

BROWN / RUST
WARNING STRIP

NOTE:

<<QIN) %S

1. ACCESSIBLE CURB RAMP NOTES PROVIDED

UNDER "ACCESSIBLE CURB RAMP -~ TYPE ‘A’
DETAIL ON THIS SHEET ARE APPLICABLE.

ACCESSIBLE CURB RAMP (ACR)

NOT TO SCALE
SOURCE: CITY OF QUINCY

— TYPE B’

NOT TO SCALE

BROWN / RUST
WARNING STRIP

NOTE:

1/4” UP (MAX.)

1. ACCESSIBLE CURB RAMP NOTES PROVIDED
UNDER "ACCESSIBLE CURB RAMP — TYPE ‘A’
DETAIL ON THIS SHEET ARE APPLICABLE.

ACCESSIBLE CURB RAMP (ACR) — TYPE D’

NOT TO SCALE

4" THICK CONCRETE SIDEWALK
/ FINISHED GRADE

FINISHED GRADE
(TREATMENT VARIES) WDTH VARIES (TREATMENT VARIES)
W.W. MESH
/ 6x6-10 GAUGE  \un 1.0% sLOPE
MAX. 2.0% SLOPE ™ A
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7 / <f
; WA % N RS
KK INOCL L & S KL
EXISTING GRAVEL EXEANSION JOINT
SUB-BASE TO REMAIN [ (WHEN REQ'D)

NOTES: S
1. PROVIDE EXPANSION JOINTS

AT MIN. 30 FT. 0.C. WiTH PRE-

MOLDED JOINT FILLER.
2. fmﬁg}ﬂsf’i f%':”g%‘- CONCRETE SIDEWALK
3. PROVIDE BROOM FINISH IN 1/2" PREFORMED BLDG. FACE OR

2?%%‘;%” PERPENDICULAR EXPANSION JOINT FIXED OBJECT
4. CEMENT CONCRETE. SHALL BE INT_DETAIL

4000 PSI—TYPE i

TYPICAL CEMENT

CONCRETE SIDEWALK DETAIL

<0

1:12 SLOPE

NOT TO SCALE
1:12
llly e
SIDEWALK
$:12 2'R GRANITE CURB
" RETURN (TYP)

CURB TRANSITION l

l 2.0°

1 upP /
l 1:12 =
8" GRANITE CUl J
2.0 :
EDGE OF ROADWAY

16.0° MINIMUM - CURB TRANSITION
| HIGH SIDE TRANSITION LOW SIDE TRANSITION
W=5.0" MIN.
3.0° MIN. | APRON=2.0" MIN.
1.5% (TYP) 5% TO 15% SLOPE 1" uP

BROWN / RUST
WARNING STRIP

NOTE:

6" — 4,000 PSI
TYPE I CEMENT
CXTx
/ X7 £7 7
EXISTING GRAVEL

SUB-BASE TO
REMAIN OR 8" MIN.

SECTION B-B

TYPICAL CEMENT CONCRETE DRIVEWAY DETAIL

NOT TO SCALE
SOURCE: CITY OF QUINCY

1/4” UP (MAX.)

1. ACCESSIBLE CURB RAMP NOTES PROVIDED
UNDER "ACCESSIBLE CURB RAMP — TYPE ‘A’
DETAIL ON THIS SHEET ARE APPLICABLE.

ACCESSIBLE CURB RAMP (ACR) — TYPE ’E’

NOT TO SCALE

SIDEWALK

BROWN / RUST
WARNING STRIP

1. ACCESSIBLE CURB RAMP NOTES PROVIDED
UNDER "ACCESSIBLE CURB RAMP — TYPE ‘A’
DETAIL ON THIS SHEET ARE APPLICABLE.

E E ACCESSIBLE CURB RAMP (ACR) — TYPE ’'F’

NOT TO SCALE

38"

4-0"

ﬁ—ROUND OFF CONCRETE FILL
E;“ ——6"% SCH 80 GALY STEEL PIPE

| koD P, o v
FILL W/4,000 PSI CEMENT CONCRETE

g*l £l g*

FINISHED GRADE

L

SOLATION BARRIER (TYP)

4,000 PSI-1.5"
CEMENT "CONCRETE

FIRM_SUBGRADE OR

. COMPACTED FILL
DIA.
PIPE BOLLARD
NOT TO SCALE
VARIES
oy
- — |
Zz Z SEE NOTE 1
o x
\ 4
SEE NOTE 2
4
STOP LINE
12" REFLECTORIZED
WHITE LINE (TYP.)

NOTE:
1. CROSSWALK SHALL BE 10" WIDE UNLESS NOTED
OTHERWISE ON THE PLANS.

2. DISTANCE SHALL BE 4’ UNLESS OTHERWISE
INDICATED ON SHEET T—200.

3. CROSSWALK & STOPLINE PAVEMENT MARKINGS FOR
USE AS TEMPORARY PAVEMENT MARKING (NONE
REFLECTORIZED PAINT).

4. PERMANENT USE (THERMOPLASTIC) SHALL BE USED
AS SPECIFIED ON PLAN T-200.

CROSSWALK AND STOPLIN
PAVEMENT MARKING DETAIL

NOT TO SCALE
SOURCE: CITY OF QUINCY

COMMITMENT & INTEGRITY DRIVE RESULTS

800.446.5518 | www.woodardcurran.com

Dedham, Massachusetts 02026
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SITE DETAILS 1

BREWERS CORNER AND VICINITY
PEDESTRIAN ACCESS &
TRAFFIC MANAGEMENT IMPROVEMENTS

CITY OF QUINCY, MASSACHUSETTS
1305 HANCOCK ST, QUINCY, MA

JOB NO.: 223580.00
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